


This dual flush front push mechanical cistern fits inside a 90mm 
deep timber framed wall, and is designed to be used with wall 
hung pans or independent supply floor pans. 

With wall hung pans use the Art. 400 pan bracket. The minimum 
installation height to the top of the cistern is 1070mm. Allow a 
further 30mm for water connection. 

This cistern is preset 6/3 litre flush and can be adjusted up to  
7.5 / 4 litres.

If using standard P.V.C. waste pipes through the floor, a larger 
150mm wall cavity may be required to accommodate them. 

The push panel is easily removed, providing full access into the 
cistern for servicing.

������������� : Cistern fixings, isolator tap, ½” water connection, 
flushpipe & Kee seal.

Tropea Cistern (Art. 866014)

Tropea 90mm Full Frame Cistern (Art. 866319)

This dual flush front push mechanical cistern is pre-mounted 
inside a height adjustable, full steel frame designed to hang wall 
hung pans from (therefore no extra pan bracket is required).

The minimum installation height to the top of the frame is 
1150mm. This cistern is preset 6/3 litre flush and can be adjusted 
up to 7.5 / 4 litres.  

The advantages of the fully framed option is all the pipework  
is pre-assembled, making for quick and simple installations, 
(Only 6 coach screws and connect the waste and inlet pipe). 

Included is a special outlet pipe and seal which enable the 
wastepipe to turn down through the floor inside 90mm,  
meaning the complete installation, including wastepipe, fits 
inside a standard 90mm wall cavity and then plugs into 100mm 
P.V.C. pipe.

������������� : Frame fixings, isolator tap, ½” water connection, 
flushpipe & Kee seal, pan fixing kit incl. cover caps, S & P Pan 
connector set to fit inside 90mm.

Evolut Cabinet Cistern (Art. 864302)

This 7.5/4 litre dual flush pneumatic cistern is pre-mounted 
inside a height adjustable, full steel frame,designed to hang wall 
hung pans from. (therefore no extra pan bracket is required). 

The Evolut can be installed as low as 820mm, making it  
suitable for installation inside vanities or under low windows. 
However the Evolut cistern requires a minimum wall cavity  
depth of 150mm.

The push panel can be installed on the vanity top or the vanity 
front. These are only 145mm High x 215mm Wide, and are easily 
removed, providing full access into the cistern for servicing.

The Evolut may also be flushed using remote pneumatic  
buttons, however access is still required into the cistern  
for servicing.  

������������� : Frame fixings, isolator tap, ½“ water connection, 
flushpipe & Kee seal, pan fixing kit incl. cover caps, S & P Pan 
connector set.

These cisterns are used in installations where there may not  
be room to fit the cistern behind the pan, e.g. under a low  
window, so the cistern is mounted elsewhere and flushed 
remotely with pneumatic buttons.

In all installations, access to the cistern is still required for  
servicing and maintenance. This may be achieved by installing 
the cistern in the ceiling cavity, behind a removable mirror, or 
by rotating the cistern 180 degrees in the wall and accessing it 
from behind, perhaps through a wardrobe.

The options here are endless and Inspection cover plates  
are available. The cistern can be set single or dual flush 
depending on the button selected. The plumber makes the 
extended flushpipe from P.V.C. fittings.

������������� : Cistern fixings, isolator tap, ½” water 
connection, flushpipe & Kee seal, 2.5m of tubing (pair).

Tropea Pneumatic Cistern (Art. 866914)



Max Weight 400kg

Max Weight 250kg

Front Push Panel Top Push Panel

Working pressures for all cisterns 0.5-20 bar                         Water Inlet

Typical installation with 400 Pan Bracket Max Weight 250kg



Architectural Showrooms 
62 Apollo Drive, Glenfield, Auckland.	 p 64 9 444 5656	 f 64 9 444 5151
23 Davis Cres, Newmarket, Auckland.	 p 64 9 522 1166	 f 64 9 522 1158
www.metrix.co.nz 

This 6/3 dual flush, front push, mechanical cistern fits inside a 
standard 90mm deep timber framed wall, and is designed to be 
used with either wall hung or floor standing pans. 

When using wall hung pans, please use with either the Art. 400 
pan bracket or Art. 400BA Boxer pan bracket and elbow. 

The boxer bracket includes an outlet elbow, which enables the 
wastepipe to turn down through the floor inside a 90mm wall 
cavity. 

The Tropea cistern has a minimum installation height of 1070mm 
to the top of the cistern.

The push panels are available in both ABS and metal finishes with 
two designs and five colour options.

These push panels are 165mm High x 245mm Wide, and are easily 
removed, providing full access into the cistern for servicing.

For installations where remote mount cisterns are required, e.g. 
installing a pan under a low window, use the Tropea pneumatic 
cistern (Art. VL866914) with optional pneumatic buttons.

In remote pneumatic installations, access to the cistern is still 
required for servicing and maintenance. This may be achieved by 
installing the cistern in the ceiling cavity, or by rotating the cistern 
in the wall and accessing it from behind through a wardrobe or 
installing the cistern behind a removable mirror. The options here 
are endless and only limited by your imagination. Inspection cover 
plates are also available.

Tropea Cistern (Art. 866014)Tropea Push Panels
The Tropea mechanical push panels are available in 2 styles, one A.B.S. with 3 colour options and the other Metal with  
4 colour options.

They are only 165mm High x 245mm Wide, and as well as flushing the cistern, are easily removed, providing full access into the  
cistern for servicing.

The Evolut pneumatic push panels are available in three colour options. These panels incorporate pneumatic pistons to flush  
the cistern. They are only 145mm High x 215mm Wide, and as well as flushing the cistern, are easily removed, providing full  
access into the cistern for servicing.

Evolut Push Panels

These metal pneumatic buttons are 48mm diameter. The plates are 84mm square for single buttons and 84mm x 154mm for button 
sets. They are suitable for both the Tropea pneumatic (Art. 866914) and Evolut cisterns (Art. 864302). 

Due to their design, the bare buttons can only be used if there is access from behind the wall to attach them. Otherwise, if installing 
from the front, the buttons with plate are required (a removable wall tile with holes drilled to take the buttons can be used as  
a plate). These buttons can be installed up to 2.5m from the cistern. 

802835	 Button & plate Chrome
802837	 Button & plate Satin chrome

802535	 Button Chrome
802537	 Button Satin chrome

Remote Pneumatic Buttons

870801	 Metal White
870835	 Metal Chrome 
870837	 Metal Matt Satin
870841	 Metal Stainless Steel

870501	 ABS White
870535	 ABS Chrome
870537	 ABS Satin

870735	 Inspection plate with pneumatic 
		  buttons Stainless Steel 
870737	 Inspection plate with pneumatic 
		  buttons Satin Stainless Steel
		  (Attaches directly onto pneumatic  
		  cistern similar to mechanical push panels)

871501	 ABS White 
871535	 ABS Chrome 
871537	 ABS Satin 

871735	 Inspection plate with pneumatic buttons Stainless Steel 
871737	 Inspection plate with pneumatic buttons Satin Stainless Steel
		  (Attaches directly onto cistern similar to mechanical push panels)

802135	 Dual button set Chrome
802137	 Dual button set Satin chrome

802235	 Dual button & plate Chrome 
802237	 Dual button & plate Satin chrome

cisterns

* Valsir products have a 10 year warranty

870401	 ABS White
870435	 ABS Chrome
870437	 ABS Satin

870901	 Metal White 
870935	 Metal Chrome
870937	 Metal Satin

TROPEA CISTERN  
INSPECTION PLATES

Decorative inspection plates are available to allow access for servicing the Tropea pneumatic cistern (Art.866914).


